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Edison Rail Lamp



4 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Edison Rail Lamp Components

Power Supply

Light Shade

Light Disc

Stem



5 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Hardware

0002276.06, M4x12mm 
Thread Cutt ing
Flat Head Screws

Wire Spl ice 
Connectors

Tools

13mm Wrench Needle Nose Pl iers Phil l ips Head Screwdriver

0002276.03  
Mounting Lock Washer

0002276.02, Light Rod (100mm)

0002276.05,  
Mounting Nut



6 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Assembly of the Edison Rail Lamp is performed in the same manner for both Edison Junior and Edison Senior Rail systems: the 
assembled lamp unit is mounted along the slot spanning the top of the rail. Rail modesty side panels (and water tray, Edison 
Senior only) must be removed prior to mounting (see below), and reinstalled after mounting accessories (steps 7 - 9).
*Please note Edison Senior is shown for most steps. 

General Assembly Notes

Edison Senior: Panel Removal  
Press down on the rail panels to lower them and reveal the fixing 
screws on the opposite panel. Remove the #8-32x1/4” thread-
cutting screws (2x per panel) and set aside (a.). Remove the panels 
by lifting from the bottom and pulling toward you. Set aside. 

1. a.

b.

Edison Senior: Water Tray Removal 
Remove the water tray from the rail segment by 
unscrewing the two M6-1x12mm screws on either end 
of the segment. Set screws and washers aside. 

2.



7 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Edison Junior: Panel Removal   
Grabbing from the bottom of the screen, pull the screen away. 
The magnet that hold the panel in place will disengage and the 
panel will become separated from the frame.

3.



8 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

4.

a.

b.

Attach Light Rod 
Pass the cables through the light rod (a) and slide the light rod over the cable and up to the lamp stem (b).  
Use the flat sections of the light rod to tighten fully into the bottom of the lamp using pliers (c).

c.

Light Rod (100mm)



9 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Place Stem Through Rail & Secure   
Pass the cables and light rod through the slot in the rail and then 
through the mounting lock washer. Secure the lamp stem to the rail 
by tightening the mounting nut with a 13mm wrench.

5.



10 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS10 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Attach Light Disc 
Plug the connector from the light disc into the connector 
from the lamp stem (a) and press the excess cable into 
the lamp stem cavity. Secure the light fixture to the lamp 
stem (b) using (3) M4x12 flat head screws. Press the shade 
onto the light disc (c.), applying even pressure around the 
perimeter until a snug and level fit is achieved.

6.

Thread Cutt ing 
Flat Head Screw 
M4 X 12mm 

a.b.

c.



11 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Edison Senior: Plug Lamp into Power
Connect the wires from the power supply to the wires on the light by 
inserting the cable into the wire splice connector (a.) and then snapping 
the connector closed (b.). Make sure to connect red to red and black to 
black. Secure excess cables. Plug into power source and test (c.). Leave 
some slack in the power supply cable for the next steps.

7.

a.
b.

c.



12 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Edison Senior: Replace Water Tray
Reattach the water tray to the rail using the set aside screws and
washers from Step 2. Route the power supply cable out the end of the
water tray as shown.

8.



13 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Edison Senior: Replace Panels 
Attach the panels that were set aside in Step 1 by lifting and clipping them onto the rail clips.  
Secure the panels to the rail using the #8-32x1/4 screws that were set aside with the panels (2x per panel). 

9.

#8 X 3/4 
(Not included with l ight) 



14 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Edison Junior: Plug Lamp into Power  
Connect the wires from the power supply to the wires on the light 
by inserting the cable into the wire splice connector (a.) and then 
snapping the connector closed (b.). Make sure to connect red to 
red and black to black. Secure excess cables.

10.



15 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Edison Junior: Replace Panels  
Holding the bottom handle of the side panel, align the cutouts with 
the plug faces in the rail and push against the rail. Magnets will 
catch and secure the panel to the rail.

11.



16 EDISON RAIL LAMP ASSEMBLY INSTRUCTIONS

Edison Junior: Plug in Power 
Once panels are installed, plug in the lamp into the 
outlet of the rail for power.

12.
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18 HAVEN NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Neighborhood Light Components

Shade Light Disc Stem

Power Supply BracketPower Supply



19 HAVEN NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Hardware

Mounting Washer Locking Washer Mounting Nut

Wire Spl ice 
Connector 

Spacer (used 
only for the 
bench assembly)

Light Rod 60mm
(used for bench and 
table sur face only)

Light Rod 100mm
(used for rai l  assembly 
only)

Tools

Electr ic Dri l l Phi l l ips Bit 

13mm Wrench

Thread Cutt ing 
Screw 
M4 X 12mm 

10 X 3/4” Pan 
Head Screw 
(122875)



20 HAVEN NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

1.

a.

b.

Attach Light Rod 
Pass the cables in the light stem through the light rod (a.) and slide the light rod over the cable and up to the light stem 
(b.). Screw the light rod into the threaded plate in the light stem, and use the flat sections on the end of the light rod to 
tighten fully into the bottom of the lamp (c.).

Light Rod 60mm

c.



21 HAVEN NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Place Light Stem 
Pass the cables through the hole in the table surface and insert the stem into the mounting hole. Position the
stem so the alignment pins go through the alignment holes in the surface.

2.



22 HAVEN NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Secure Light Stem 
Pass the cables first through the mounting washer, then the lock washer, and last the mounting nut, and secure the stem 
to the surface by tightening the mounting nut to the light rod.

3.

Mounting Washer Locking Washer Mounting Nut



23 HAVEN NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Attach Light Disc 
Plug the connector from the light disc into the 
connector from the stem (a.) and feed the excess 
cable down into the stem. Secure the light disc to 
the stem using (3) flat head screws (b.). 

4.

Thread Cutt ing Screw 
M4 X 12mm 

a.

b.



24 HAVEN NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Secure Power Supply 
Secure the power supply bracket to the underside of the surface using (2) 
screws (a.). Slide the power supply into the bracket until it clicks into place. 

5.

10 X 3/4” Pan 
Head Screw 
(122875)

a.

b.



25 HAVEN NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Connect Power
Connect the wires from the power supply to the wires on the light by inserting the cable into the wire splice connector 
and then snapping the connector closed. Make sure to connect red to red and black to black. Secure excess cable to the 
surface using the supplied alligator clips to keep it out of the way. Plug into power source and test. 

6.

Wire Spl ice 
Connector 
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Attach Light Shade 
Press the shade onto the light disc, applying even pressure around the perimeter until a snug and level fit. 7.
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28 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Recharge Bench Neighborhood Light Components

Power Supply

Power Supply Mounting Bracket

Light Shade

Light Disc

Stem



29 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Hardware
Power Unit Hardware

Neighborhood Light Accessory Package 

Mounting Washer Locking Washer Mounting Nut Flat Head 
Machine Screw 
8-32 X 14mm 

Spacer (used 
only for the 
bench assembly)

Wire Spl ice 
Connector

Light Rod 60mm
(used for bench and 
table sur face only)

Light Rod 100mm
(used for rai l  assembly 
only)

10 X 3/4” Pan 
Head Screw 
(122875)

Flat Head Machine 
Screw 
8-32 X 14mm 

Tools

Electr ic Dri l l Phi l l ips Bit 13mm WrenchAdjustable Wrench



30 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

a.

b.

Optional Neighborhood Light: Attach Light Rod 
Pass the cables in the light stem through the light rod (a.) and slide the light rod over the cable and up to the light stem 
(b.). Screw the light rod into the threaded plate in the light stem, and use the flat sections on the end of the light rod to 
tighten fully into the bottom of the lamp (c.).

1.

Light Rod 60mm

c.



31 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Optional Neighborhood Light: Position Light Stem 
Pass the cables through the hole in the bench and insert the 
light rod into the mounting hole. Position the light stem so
the alignment pins go through the alignment holes in 
the bench frame.

2.



32 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Optional Neighborhood Light: Secure Light Stem 
Pass the cables through the mounting washer, spacer, lock washer, and mounting nut and secure the stem to the bench 
frame by tightening the mounting nut.

3.

Mounting Washer Locking Washer Mounting Nut Spacer (used 
only for the 
bench assembly)



33 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Optional Neighborhood Light: Attach Light Disc 
Plug the connector from the light disc into the connector from 
the stem (a.) and feed the excess cable down into the stem. 
Secure the light disc to the stem using (3) flat head screws (b.). 

4.

Flat Head Machine 
Screw 
8-32 X 14mm 

a.

b.



34 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Optional Neighborhood Light: Secure Power Supply 
Secure the power supply to the bench using (2) screws and the power supply mounting bracket. 5.

10 X 3/4” Pan 
Head Screw 
(122875)



35 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Optional Neighborhood Light: Connect Power 
Connect the wires from the power supply to the wires on the light by inserting the cable into the wire splice connector and 
then snapping the connector closed. Make sure to connect red to red and black to black. Tuck any excess cable into the 
bench frame tube to keep it out of the way. Plug into power source and test. 

6.



36 HAVEN RECHARGE BENCH NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Optional Neighborhood Light: Attach Light Shade 
Press the shade onto the light disc, applying even pressure around the perimeter until a snug and level fit. 7.
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38 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Infill Neighborhood Light Components

Power Supply

Light Shade

Light Disc

Stem

Mounting Bracket

Infill Panel



39 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Hardware

Thread Cutt ing 
Flat Head Screw 
M4 X 12mm 

Wire Spl ice 
Connector

Tools

Electr ic Dri l l Phi l l ips Bit 

13mm Wrench Needle Nose Pl iers

Mounting NutLight Rod 28mm Screen Cl ip

Truss Head Screw
#10x5/8

Truss Head Wood Screw 
#8 X 3/4 

Note: Not all of the pieces of hardware from 
the supplied kit will be used. Only the pictured 
hardware above is needed for the lamp assembly.



40 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Truss Head Wood Screw 
#8 X 3/4 

Screen Cl ip

1. Add Tonic Infill Clips 
Thread a screen clip onto the wood screw with the clip protruding outwards.  
Fasten the (2) wood screws into each of the pilot holes.



41 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS
41 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

2. Attach Bracket to Infill Panel 
Place the mounting bracket into the panel so that the U portion of the bracket sits into the dado feature. 
Secure the bracket to the panel using the (4) screws.

Truss Head Screw
#10x5/8



42 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

3.

a.

b.

Attach Light Rod 
Pass the cables through the light rod (a) and slide the light rod over the cable and up to the lamp stem (b).  
Use the flat sections of the light rod to tighten fully into the bottom of the lamp using pliers (c).

Light Rod 28mm

c.



43 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Place Stem Through Infill 
Pass the cables through the center hole in the 
infill panel. Position the lamp stem so that the 
alignment pins go through the alignment holes 
in the infill panel.

4.



44 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Secure Lamp Stem to Infill 
Pass the cables through the mounting nut and secure the lamp stem to the infill 
by tightening the mounting nut with a 13mm wrench.

5.

Mounting Nut



45 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Attach Light Disc 
Plug the connector from the light disc into the connector 
from the lamp stem (a) and press the excess cable into the 
lamp stem cavity. Secure the light fixture to the lamp stem 
(b) using (3) M4x12 flat head screws.

6.

Thread Cutt ing 
Flat Head Screw 
M4 X 12mm 

a.

b.



46 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Attach Connector Housing 
Connect the wires from the power supply to the wires on the light by inserting 
the cable into the wire splice connector and then snapping the connector closed. 
Make sure to connect red to red and black to black. Secure excess cables.  
Plug into power source and test.

7.

Wire Spl ice 
Connector



47 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Screen Cl ip

Place Infill Assembly in Table 
Place the Infill assembly in the table (a) and turn the 
security clips to lock the assembly in place (b).

8.

a.

b.



48 TONIC INFILL NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Attach Light Shade 
Press the shade onto the light fixture, applying even pressure 
around the perimeter until a snug and level fit is achieved.

9.
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50 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Neighborhood Light Components

Shade Light Disc Stem

Power Supply BracketPower Supply



51 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Hardware

Mounting Washer Locking Washer Mounting Nut

Wire Spl ice 
Connector 

Spacer (used 
only for the 
bench assembly)

Light Rod 60mm
(used for bench and 
table sur face only)

Light Rod 100mm
(used for rai l  assembly 
only)

Tools

Electr ic Dri l l Phi l l ips Bit 

13mm Wrench

9mm Bit 5mm Bit

Thread Cutt ing 
Screw 
M4 X 12mm 

10 X 3/4” Pan 
Head Screw 
(122875)



52 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Customer Supplied Worksurface Guidelines:

Worksurface Drilling Template  

•	 Minimum Worksurface Dimension Requirement: 24" x 24"
•	 Minimum Worksurface Thickness: 0.75"
•	 Maximum Worksurface Thickness: 1.5"
•	 Acceptable Worksurface Materials: MDF (medium density fibreboard), ply, particle board

This lamp cutout pattern is shown at actual size / 1:1 scale. 
Check the 1" square if you are printing a physical template. 

Scale Check

1 in

1 in

1. Prepare your custom worksurface 
Use the template below to prepare your custom worksurface. The holes need to be 
square to the surface, so a drill press or portable drill guide is recommended.



53 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

2.

a.

b.

Attach Light Rod 
Pass the cables in the light stem through the light rod (a.) and slide the light rod over the cable and up to the light stem 
(b.). Screw the light rod into the threaded plate in the light stem, and use the flat sections on the end of the light rod to 
tighten fully into the bottom of the lamp (c.).

Light Rod 60mm

c.



54 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Place Light Stem 
Pass the cables through the hole in the table surface and insert the stem into the mounting hole. 
Position the stem so the alignment pins go through the alignment holes in the surface.

3.



55 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Place Light Stem 
Pass the cables first through the mounting washer, then the lock washer, and last the mounting nut, 
and secure the stem to the surface by tightening the mounting nut to the light rod.

4.



56 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Attach Light Disc 
Plug the connector from the light disc into the connector 
from the lamp stem (a) and press the excess cable into the 
lamp stem cavity. Secure the light fixture to the lamp stem 
(b) using (3) M4x12 flat head screws.

5.

Thread Cutt ing 
Flat Head Screw 
M4 X 12mm 

a.



57 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Attach Connector Housing 
Connect the wires from the power supply to the wires on the light by inserting the cable into the wire 
splice connector and then snapping the connector closed. Make sure to connect red to red and black to 
black. Secure excess cables. Plug into power source and test. Secure power supply to under surface if 
needed with power supply bracket. 

6.

Wire Spl ice 
Connector



58 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Attach Light Shade 
Press the shade onto the light fixture, applying even pressure 
around the perimeter until a snug and level fit is achieved.

7.



59 CUSTOMER SUPPLIED WORKSURFACE NEIGHBORHOOD LIGHT ASSEMBLY INSTRUCTIONS

Replacing Light Disc 
A. Use a pair of thin, flat head screw drivers and work from a single point outwards around the lamp. 
This is easier with two people.

There is a tight friction fit between the steel shade and rubber gasket but the shade 
can be carefully removed using the method above.

B. Once the shade is removed the lamp body is mounted to the pole with three screws. 
When they are removed the lamp can be lifted off and then unplugged. There is excess cord in the lamp 
pole that allows it to be lifted away about 10”

Unplug the light disc from the stem, swap out the light disc for new one (PN 0002277), 
plug into the stem and reattach the light shade.

8.

a.

b.


