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2  M2 DESK ASSEMBLY INSTRUCTIONS

Desk Assembly 
Place support tube on bottom of desk. Place two brackets (WFG# 500800F) on stiffener tube and align to 
pilot holes. Attach using #10 x 3/4” wood screws provided (FIG-1)

Note: On the 84” wide desks, the 3 brackets are replaced by one bracket (WFG# 490155F)
that spans the length of the support tube.

1.

#10 x 3/4”
wood screw

1/4 -20 x 3/8”
machine screw
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Attach Legs 
Attach legs next. Align holes in leg brackets to the threaded inserts in
desk. Attach legs to desk with 1/4-20 x 3/8” machine screws provided (FIG-2).

2.

#10 x 3/4”
wood screw

1/4 -20 x 3/8”
machine screw
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Desk Assembly: Verve 
A. Align the two halves of the Verve worksurface

B. Slip the joint connectors into the pockets and use the thin rod provided to tighten the ball 
shaped nuts. Make sure the top of the two halves of the worksurface are tight and flush.

C. Drop steel hat channel in place and secure with 1/4-20 x 3/8” machine screws (FIG-2).

Finish assembly by attaching support tubes and legs as shown on page 1.

3.

a.

b.

c.

1/4 -20 x 3/8”
machine screw



5  M2 DESK ASSEMBLY INSTRUCTIONS

4.

#10 x 1” 
Screw, Truss Head 
PH ZN(122850)

Splice Plate
APM - SCP -  CP

Attach Splice Plate (Optional)
Position splice plate (PN APM-SCP-PP) across table top seam. Depending on tite-joint location, 
plate can be added in front of or behind the inside corner tite-joint. Drive #10 screws (PN 122850) 
through the splice plate into the  underside of the table.
 


